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§173.2a 49 CFR Ch. | (10-1-96 Edition)

- 49 CFR ref-

Cll‘aosls Dl\afsgr?yg\lo' Name of class or division erence for
definitions

None Forbidden materials .............ccccooiiiiiiiiic e 173.21
None Forbidden explosives ... [ETTRURRRP 173.54
1 Explosives (with a mass explosion hazard) 173.50
1 Explosives (with a projection hazard) ......... 173.50
1 Explosives (with predominately a fire hazard) . 173.50
1 Explosives (with no significant blast hazard) R e 173.50
1 1.5 | Very insensitive explosives; blasting @gents ............cccocorerririniniienieneeiene 173.50
1 1.6 | Extremely insensitive detonating substances . 173.50
2 2.1 | Flammable gas ......c.ccccevevenenieeieienees 173.115
2 2.2 | Non-flammable compressed gas ...... 173.115
2 2.3 | Poisonous gas RV 173.115
3| Flammable and combustible liquid . 173.120
4 4.1 | Flammable solid ............ccccoovriiiiiiiiiiccccs . 173.124
4 4.2 | Spontaneously combustible material 173.124
4 4.3 | Dangerous when wet material ...... 173.124
5 5.1 | Oxidizer ........... . 173.127
5 5.2 | Organic peroxide ....... 173.128
6 6.1 | Poisonous materials .. . 173.132
6 6.2 | Infectious substance (Etiologic agent) . . 173.134
A I Radioactive Material .............ccccoiiiiiiiiiici e 173.403
8 COrroSiVe MALENIAl ........c.oiiiiiiiiiie e 173.136
9 Miscellaneous hazardous material .............cccoceoiiiiiiiiiiiiiii 173.140
None Other regulated material: ORM-D .... 173.144

[Amdt. 173-224, 55 FR 52606, Dec. 21, 1990, as amended at 57 FR 45460, Oct. 1, 1992; Amdt. 173-234, 58 FR 51531, Oct.

1, 1993]

§173.2a Classification of a material
having more than one hazard.

(a) Classification of a material having
more than one hazard. Except as pro-
vided in paragraph (c) of this section, a
material not specifically listed in the
§172.101 Table that meets the definition
of more than one hazard class or divi-
sion as defined in this part, shall be
classed according to the highest appli-
cable hazard class of the following haz-
ard classes, which are listed in descend-
ing order of hazard:

(1) Class 7 (radioactive materials,
other than limited quantities).

(2) Division 2.3 (poisonous gases).

(3) Division 2.1 (flammable gases).

(4) Division 2.2 (nonflammable gases).

(5) Division 6.1 (poisonous liquids),
Packing Group |, poisonous-by-inhala-
tion only.

(6) A material that meets the defini-
tion of a pyrophoric material in
§173.124(b)(1) of this subchapter (Divi-
sion 4.2).

(7) A material that meets the defini-
tion of a self-reactive material in
§173.124(a)(2) of this subchapter (Divi-
sion 4.1).

(8) Class 3 (flammable liquids), Class
8 (corrosive materials), Division 4.1
(flammable solids), Division 4.2 (spon-
taneously combustible materials), Di-
vision 4.3 (dangerous when wet mate-
rials), Division 5.1 (oxidizers) or Divi-
sion 6.1 (poisonous liquids or solids
other than Packing Group I, poisonous-
by-inhalation). The hazard class and
packing group for a material meeting
more than one of these hazards shall be
determined using the precedence table
in paragraph (b) of this section.

(9) Combustible liquids.

(10) Class 9 (miscellaneous hazardous
materials).

(b) Precedence of hazard table for
Classes 3 and 8 and Divisions 4.1, 4.2, 4.3,
5.1 and 6.1. The following table ranks
those materials that meet the defini-
tion of Classes 3 and 8 and Divisions
4.1,4.2,43,5.1and6.1:
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§173.3

NOTE 1: The most stringent packing group
assigned to a hazard of the material takes
precedence over other packing groups; for
example, a material meeting Class 3 PG 11
and Division 6.1 PG | (oral toxicity) is classi-
fied as Class 3 PG I.

NOTE 2: A material which meets the defini-
tion of Class 8 and has an inhalation toxicity
by dusts and mists which meets criteria for
Packing Group | specified in §173.133(a)(1)
must be classed as Division 6.1 if the oral or
dermal toxicity meets criteria for Packing
Group | or Il. If the oral or dermal toxicity
meets criteria for Packing Group 111 or less,
the material must be classed as Class 8.

(c) The following materials are not
subject to the provisions of paragraph
(a) of this section because of their
unique properties:

(1) A Class 1 (explosive) material that
meets any other hazard class or divi-
sion as defined in this part shall be as-
signed a division in Class 1. Class 1 ma-
terials shall be classed and approved in
accordance with §173.56 of this part;

(2) A Division 5.2 (organic peroxide)
material that meets the definition of
any other hazard class or division as
defined in this part, shall be classed as
Division 5.2;

(3) A Division 6.2 (infectious sub-
stance) material that also meets the
definition of another hazard class or di-
vision, other than Class 7, or that also
is a limited quantity Class 7 material,
shall be classed as Division 6.2;

(4) A material that meets the defini-
tion of a wetted explosive in
§173.124(a)(1) of this subchapter (Divi-
sion 4.1). Wetted explosives are either
specifically listed in the §172.101 Table
or are approved by the Associate Ad-
ministrator for Hazardous Materials
Safety (see §173.124(a)(1) of this sub-
chapter); and

(5) A limited quantity of a Class 7
(radioactive) material that meets the
definition for more than one hazard
class or division shall be classed in ac-
cordance with §173.423.

[Amdt. 173-224, 55 FR 52606, Dec. 21, 1990, as
amended at 56 FR 66264, Dec. 20, 1991; Amdt.
173-241, 59 FR 67490, Dec. 29, 1994; Amdt. 173-
247, 60 FR 48787, Sept. 20, 1995; Amdt. 173-244,
60 FR 50307, Sept. 28, 1995]

§173.3 Packaging and exceptions.

(a) The packaging of hazardous mate-
rials for transportation by air, high-
way, rail, or water must be as specified
in this part. Methods of manufacture,

49 CFR Ch. | (10-1-96 Edition)

packing, and storage of hazardous ma-
terials, that affect safety in transpor-
tation, must be open to inspection by a
duly authorized representative of the
initial carrier or of the Department.
Methods of manufacture and related
functions necessary for completion of a
DOT specification or U.N. standard
packaging must be open to inspection
by a representative of the Department.

(b) The regulations setting forth
packaging requirements for a specific
material apply to all modes of trans-
portation unless otherwise stated, or
unless exceptions from packaging re-
quirements are authorized.

(c) Salvage drums. Packages of haz-
ardous materials that are damaged, de-
fective, or found leaking and hazardous
materials that have spilled or leaked
may be placed in a metal or plastic re-
movable head salvage drum that is
compatible with the lading and shipped
for repackaging or disposal under the
following conditions:

(1) The drum must be a UN 1A2, 1B2,
1N2 or 1H2 tested and marked for Pack-
ing Group Ill or higher performance
standards for liquids or solids and a
leakproofness test of 20 kPa (3 psi). Al-
ternatively, a drum manufactured and
marked prior to October 1, 1993 as a
salvage drum, in accordance with the
provisions of this section in effect on
September 30, 1991, is authorized. Ca-
pacity of the drum may not exceed 450
L (119 gallons).

(2) Each drum shall be provided when
necessary with sufficient cushioning
and absorption material to prevent ex-
cessive movement of the damaged
package and to eliminate the presence
of any free liquid at the time the sal-
vage drum is closed. All cushioning and
absorbent material used in the drum
must be compatible with the hazardous
material.

(3) Each drum shall be marked with
the proper shipping name of the mate-
rial inside the packaging and the name
and address of the consignee. In addi-
tion, the drum shall be marked “‘Sal-
vage Drum™.

(4) Each drum shall be labeled as pre-
scribed for the respective material.

(5) The shipper shall prepare shipping
papers in accordance with subpart C of
part 172 of this subchapter.
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